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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers the wecking of structures to be
denol i shed conpl etely and the di sposal of renoved
materi al s.

Drawi ngs nust indicate the foll ow ng:
Structures to be denvolished

Facilities adjacent to structures to be denvolished
that are to remain

Existing utilities that nust be nmaintained for
occupied facilities or for pernanent service

Location of disconnection and sealing of utilities
serving each structure to be denolished

Spoi | areas on government property
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.
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The publications listed below forma part of this section to the extent
ref erenced:
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AMERI CAN ASSCCI ATI ON OF STATE HI GAMAY AND TRANSPORTATI ON OFFI Cl ALS

( AASHTO)
AASHTO M 145 (1991; R 1995) Recommended Practice for
C assification of Soils and Soil - Aggregat e
M xtures for H ghway Construction Purposes
AASHTO T 180 (1997) Standard Met hod of Test for

Moi sture-Density Relations of Soils Using
a 4.54-kg (10-1b) Ranmer and a 457-mm
(18-in.) Drop

ASTM | NTERNATI ONAL (ASTM

ASTM D 3740 (1994) Standard Practice for Evaluation of
Agenci es Engaged in the Testing and/or
I nspection of Soil and Rock as Used In
Engi neering Design and Construction

U S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

29 CFR 1926 (2001) Safety and Health Regul ations for
Construction

.2 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01330, "Submittal Procedures," and edit
the following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar list of appropriate
products and tests beneath each submittal

descri ption.
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The following shall be submitted in accordance with Section 01330,
"Subm ttal Procedures,” in sufficient detail to show full conpliance with
t he specification:

SD-01 Preconstruction Subnmittals

A Construction Equi pnent List shall be submtted.

Contractor shall submit Uility Qutage Request in accordance with
t he paragraph entitled, "D sconnecting Uilities," of this section.

Contractor shall record Existing Conditions prior to starting work
in accordance with the paragraph entitled, "Existing Conditions,"
of this section.

SD-07 Certificates
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1

Contractor shall subnmit a detailed Denolition Plan of the work

procedures dna safety precautions to be used peior to the

begi nni ng of work.

A Safety Plan shall be submitted prior to the begi nning of work.
3 OCCUPANCY OF STRUCTURES TO BE DEMOLI SHED

CGovernment will vacate buil dings and other structures to be denvolished
prior to the start of the work under this Contract.

.4 DI SCONNECTI NG UTI LI TI ES
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NOTE: Delete the first of the follow ng paragraphs
when the Contractor shall disconnect and sea
utilities. Delete the second of the follow ng
par agr aphs when the Governnent will di sconnect and
seal utilities.
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[ Governnent will disconnect and seal the utilities serving each structure
to be denplished prior to the start of denplition.]

[Uilities serving each structure to be denolished will be shut off by the
Government and shall be disconnected and seal ed by the Contractor, prior to
the start of denolition.]

Existing utilities serving facilities occupied and used by the Governnent
shall not be interrupted except when approved in witing and then only
after tenporary utility services have been provi ded and approved.

.5 PRECAUTI ONS AGAI NST MOVEMENT

Shoring and bracing or other support shall be provided as necessary to
prevent novenent, settlenment, or collapse of a structure to be denvolished
and of facilities to remain that are adjacent to a structure to be
denol i shed.

.6 RODENT AND VERM N EXTERM NATI ON

Rodents and verm n shall be exterminated in the buildings to be denolished
in accordance with local health |laws and regul ations. Exterm nator shal
be licensed or certified by the state or |ocal governnment to provide
exterm nation services.

.7 CONSTRUCTI ON EQUI PMENT LI ST

A Construction Equi prent List of all nmajor equipnment to be used in this
section shall be submtted to the Contracting Oficer prior to construction

. 8 DEMCLI TI ON PLAN

Contractor shall prepare and ubmt a detailed Denolition Plan of the work
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procedures to the Contracting Officer at least [1] | ] day prior to the
conmmencenent of any denolition work. The plan shall be according to OSHA
regul ati ons 29 CFR 1926, Subpart T.

.9 SAFETY PLAN

Contractor shall subnit a Safety Plan in accordance with Section 01411
"CGeneral Safety Requirenments."

.10 EXI STI NG CONDI TI ONS

Exi sting Conditions shall be recorded by the Contractor, in the presence of
the Contracting Oficer, showi ng the condition of structures and ot her
facilities adjacent to areas of alteration or renobval. Such record shal
contain the elevation of the top of foundation walls, the |ocation and
extent of cracks and other damage, and description of surface conditions
that exist prior to the start of work. Copies of the record shall be
submtted and the stated conditions before starting work shall be verified.

Submit utility interruption request in accordance with paragraph entitl ed,
"Di sconnecting Uilities," of this section

PART 2 PRODUCTS

2.

1 FI LL MATERI AL

Fill naterial shall conformto the definition of satisfactory soil materia
as defined in AASHTO M 145, Soil Cassification Goups A1, A-2-4, A-2-5
and A-3. In addition, fill material shall be free fromroots and ot her

organic matter, trash, debris, frozen materials, and stones |larger than 2
inches 50 mllineter in any dinmension

Proposed fill material shall be sanpled and tested by a certified
i ndependent lab in accordance with ASTM D 3740 for soil testing, as foll ows:

Soil classification AASHTO M 145

Mbi sture-density rel ations AASHTO T 180, Method [B] [D]

PART 3 EXECUTI ON

3.

1 CONCURRENT EARTH- MOVI NG OPERATI ONS

Excavation, filling, and other earth-noving operations that are sequenti al
to denmolition work shall not be started in areas occupied by structures to
be denolished until all denpblition in the area has been conpl eted and
debri s has been renoved.

.2 DUST ABATEMENT

Dust and dirt rising during denolition operations shall be effectively
controll ed by water sprinkling or other approved nethod.

SECTI ON 02225 Page 5



3.

3 BUI LDI NGS

Denolition shall proceed in a systematic manner fromthe top of the
structure to the ground.

.4 BELOW GRADE CONSTRUCTI ON

Foundati ons, basement concrete slabs on ground, footings, and other

bel ow grade construction shall be denolished to a depth of not |ess than 12
inches 300 millimeter bel ow the existing [ground surface] [structura

el emrent] and renoved

.5 FI LLI NG BASEMENTS AND VO DS
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NOTE: Del ete paragraph heading and the foll ow ng
par agr aphs when excavation, fill, backfill, or other
earthwork is included in this contract.
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Basenments and voids, resulting fromthe denmplition of structures, shall be
conpletely filled with acceptable fill material and graded.

Prior to filling, basenments and voids shall be free of standing water,
frost, frozen material, trash, and debris.

Fill naterial shall be placed in horizontal |ayers not to exceed 12-inches
300 miIlineter in | ocose depth. Each layer shall be conpacted to a m ni mum
of [95] [ ] percent of the maxi num density as determ ned by AASHTO T 180

Met hod D, at optimum noi sture content.

After fill has been placed, the surface of the fill shall be graded to neet
adj acent contours and to provide surface water drainage.

.6 DI SPOSAL OF REMOVED MATERI ALS

.6.1 Cener al

Contractor shall renove debris, rubbish, and other nmaterials resulting from
denolition operations. Renpoved materials shall not be stored on the
project site nor sold on Governnent property.

.6.2 Removal to Spoil Areas on Governnment Property

Nonconmbusti bl e materials renoved from denolished structures shall be
transported to, and di sposed in, designated spoil areas on Government
property, as directed by the Contracting O ficer.

.6.3 Rermoval from Gover nment Property

Waste materials, including excavated naterial classified as unsatisfactory
soil material, trash, and debris, shall be renpved from Governnent property
and | egally di sposed of by the Contractor
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End of Section --
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